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  STEP 4   CONNECTING INPUT SOURCES

Each Datapath system is custom built and therefore the number and type of input 
will differ from system to system.

Contained within the documentation pack are PCIe card product leaflets which give 
details on how the cards are connected.
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Start | All Programs | Wall Control | Wall Control-My Computer

1 2 3 4

1 The icons displayed in the application toolbar identify which type of 
source is available to each input

2 Icons highlighted green indicate an active capture for that particular 
input.

3 Representation of the control screen.

4 Representation of the Video Wall desktop.

Input Connectors

  STEP 10   WALL CONTROL (OPTIONAL)
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Start | Computer | Properties | Activate Windows now.

Select the appropriate method available.  

To view the product key, open the front door and the product key label is displayed on 
the front panel of the system.

All Datapath wall controllers have pre-configured settings for the wall layout and 
screen resolution. Change settings using the TWIN tab:

Start | Control Panel | Appearance and Personalization | Adjust screen  
resolution.
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  STEP 9   DISPLAY SETUP

3 x 2 Video Wall 4 x 2 Video Wall

1 1 22 3 3 4
4 55 6 6 7 8

Connect graphic outputs to  
monitors using DisplayPort  

cables.(Not supplied)

Many of our wall controllers are configured to use a control screen prior to leaving 
the factory, if required,connect the control screen to the motherboard as shown 
above.  If a control screen is not required, the BIOS settings will require changing, see 
User Guide for detailed instructions.

Control Screen 
(Optional)

  STEP 5   CONNECT CONTROL SCREEN (OPTIONAL)       	
                               AND MONITORS

  STEP 8   ACTIVATE WINDOWS 7

Monitor 1

Monitor 2

Monitor 3

Monitor 4
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Monitor 6
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Monitor 8

DVI/HDMI/ 

DisplayPort



Connect power cables then plug into a mains supply.

Switch on the power supply units.

Switch on the system.
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  STEP 7   WINDOWS 7 SETUP

Page 6 Page 7

The Product key can 
be located inside the 

door of the  
controller.

Computer Name:  
It is recommended that only Internet-standard characters are used in the computer 
name.  The standard characters are the numbers 0 through to 9, upper and lower-case 
letters from A through to Z and the hyphen character.  Computer names can’t consist 
entirely of numbers nor can they contain spaces.  The name also can’t contain special 
characters such as:   < > ; : “ ?* + = \ | ? ,.

  STEP 6   POWERING UP THE SYSTEM

RPSU System ATX System
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